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Abstract
Transient absorption microscopy (TAM) has emerged as a highly useful tool for studying a
wide range of applications ranging from materials to biology. It has the advantage of being
able to stimulate signal from non-fluorescent molecules and through microscopy is able to
image these molecules without reliance on fluorescent quantum yield. A transient absorption
microscope has been fully constructed and an initial instrumentation study is presented with
white light compression and imaging of polystyrene beads in a solution of IR 1-44 laser dye.
We are utilizing TAM for the study of the small-molecule antifungal, Amphotericin B (AmB)
and how it interacts with living cells. There have been multiple studies conducted which
present conflicting reports of the mechanism of action in which AmB is killing fungus. By
directly imaging the AmB molecules interacting with the cells, we will be able to more
clearly determine which, if any, of the previously proposed mechanisms is accurate. We
have been able to image what we believe is AmB being internalized into yeast cells which is
contradictory to the previously proposed mechanisms. While we have obtained preliminary
images of the drug interacting with living cells, further investigations are necessary to obtain
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There are approximately 11.5 million people each year that are affected by life-threatening
fungal infections and over 1.5 million of those result in death.[9] A highly effective and
standard of fungal treatment, Amphotericin B (AmB), has been in clinical use for over 50
years now and was placed on the World Health Organization’s list of essential medicines
in 2013. It has been placed on this list partly due to its high effectiveness over a wide
range of fungal species, and partially due to limited occurrences of resistance seen over
50 years of continued use. The continued use with little known resistance is uncommon
among many other anti-fungal drugs [62, 51]. While AmB is effective at disrupting
membranes of fungal cells, it also comes with a list of potentially deadly side-effects for
the patient. These can be less serious effects such as fever and chills to very serious side-
effects including nephrotoxicity.[36, 47] As high as 25% of patients administered AmB will
result in renal failure and/or death.[4] Determination of the MOA and the cellular targets
of AmB, membrane-bound or internal, would be highly beneficial to the continuation of
the pharmaceutical development. For example, the development of new drugs could be
largely based on AmB with design alterations in order to reduce toxicity while retaining
its effectiveness against infectious fungal cells. Multiple studies have been done in order
to determine a mechanism of action (MOA) for AmB with conflicting results and proposed
mechanisms. These mechanisms will be discussed in detail in Chapter 4. It has been proposed
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that AmB targets the membrane of fungal cells and has a high affinity for cholesterol and its
fungal derivative, ergosterol. Studies have shown that sterol contents in model membranes
are possibly affecting AmB activity [52, 7], while similar studies on yeast cells have yielded
inconsistent results.[69, 26] AmB has a very low fluorescent quantum yield (φ= 0.0006)
making it impossible to directly image to learn where the molecule is entering the cells
or how it is interacting with the membrane. This is an issue with many previous studies
attempting to learn about the MOA of AmB. We plan to utilize the non-linear spectroscopy
technique, transient absorption microscopy (TAM) in order to directly image AmB molecules
interacting with fungal cells without the addition of labels or alterations of the drug in any
way.
1.2 Non-linear Processes
There are multiple non-linear processes which we have utilized. The non-linear processes used
include, two-photon fluorescence (TPF), second harmonic generation (SHG), and transient
absorption (TA). As seen in Fig. 1.1 each of these non-linear processes utilize multiple light-
matter interactions in order to produce the desired signal. With TPF, two photons of either
the same or different energies are absorbed by the molecule to promote it to an excited
state, where there is some loss of energy by non-radiative pathways, followed by a return to
the ground energy state by way of fluorescence. This is also a spontaneous process, where
the fluorescence is emitted in a non-coherent manner (in all directions). SHG converts two
photons of identical energy to one photon with twice the energy instantaneously. SHG is
only theoretically allowed from aligned, non-centrosymmetric molecules, meaning that they
do not contain an inversion symmetry. This is often found at surfaces, interfaces or in
specifically designed crystals to be used for SHG such as β-barium borate. SHG is also
different from TPF in that it is a stimulated process, meaning that the emitted photons
travel in a coherent manner and a specific direction.
Transient absorption is a non-linear absorption process that utilizes two ultrafast light
pulses separated by a time delay, ∆ τ , in order to probe the electronic structure of molecules
and how they change with environmental variations. Transient signals can arise from multiple
2
Figure 1.1: Energy level diagram depicting; two-photon fluorescence (TPF), and second
harmonic generation (SHG). The three signals on the right side are possible sources of TA
signal; ground state bleach (GSB), stimulated emmission (SE), and excited state absorption
(ESA). GS - ground state, VS - virtual state, ES - excited state
sources dependent on the structure of the excited states, the energies used to probe the states,
and ∆ τ . This is depicted in Fig. 1.1, where three prominent TA signals are shown. Ground
state bleach (GSB) signal arises from an initial pump pulse promoting electrons to an excited
state, followed by a second pulse, probe, exciting remaining electrons from the ground state
to an excited state.[13] Stimulated emission (SE) is generated from the same initial pump
pulse being absorbed to an excited state where the probe pulse then arrives to stimulate
emission from an excited state back to the ground state energy.[49] Finally, excited state
absorption (ESA) arises from the initial absorption of the pump pulse to an excited state
where the probe pulse arrives and is also absorbed from one excited state (ES1) to a second
excited state (ES2). [24] In many cases for detection, the intensity at the wavelength of
the probe pulse is monitored on a photon detector and small differences are detected in
absorption or emission with the help of a lock-in amplifier. All of the above mentioned
non-linear processes require a high density of photons on the sample in order for the low
probability, multi-photon processes to happen. This can often be achieved by focusing a
pulsed laser to a small point on the sample. This is attained for spectroscopy with the use
of lenses which focus the light onto solutions.
3
Figure 1.2: Illustration showing the difference between linear and non-linear microscopy.
(Top) Signal from non-linear microscopy will arise from only the focal volume of the laser,
(Bottom) signal in linear microscopy arising also from out of focus photons.
Non-linear microscopy utilizes microscope objectives for tight focusing of the light onto
a sample of interest. Non-linear microscopy was first developed by Winfried Denk and
James Strickler in the lab of Watt W. Webb at Cornell University in 1990. They took the
previously developed idea of two-photon absorption and added a laser scanning component
in a microscope to develop ‘two-photon laser scanning fluorescent microscopy’. [18, 19] It
has been shown that being able to excite chromophores in biological tissues and cells with
lower energy light has lowered risks of tissue damage. These longer wavelengths are also
scattered less when compared to the shorter wavelengths, which helps with improved signal
to noise for higher resolution imaging. As a result of the necessary high density of photons
for the non-linear processes to occur, all of the above mentioned processes also inherently
have 3-dimensional optical sectioning capabilities. This means that the resulting non-linear
signal will only arise from the focal spot of the laser and all out of focus light will not
result in a noisy background signal, such as is the case in one-photon fluorescence. This
concept is illustrated in Fig. 1.2. This is highly useful for non-linear imaging techniques for
the acquisition of 3-D images. Transient absorption microscopy was developed later when
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the first reports of pump-probe imaging with high repetition rate modulation schemes came
from the Warren group where they measured ESA[24] studying melanin in B16 cells. Since
then, TAM has been applied to study a variety of samples ranging from historical artwork
[68] to energy flow in solar materials [29, 60]. We are applying the capabilities of TAM to
biological samples and the study of the small molecule drug, AmB and how it is interacting
with living fungal cells.
1.2.1 Overview
The initial steps of my thesis work were to construct and characterize an ultrafast transient
absorption microscope. The construction design of the TA microscope has came from a
previously built instrument in the Calhoun lab, with some significant changes. Full details
on the instrumentation and design are discussed later in Chapter 2. Once the microscope was
constructed, an initial instrumentation characterization study was completed through pulse
characterization methods and the imaging of polystyrene beads, which is discussed in detail
in Chapter 3. Finally, the TA microscope has been used to study the anti-fungal, AmB,
and how it natively interacts with live fungal cells. For our studies we used Saccharomyces






Ultrafast transient absorption (TA) spectroscopy and microscopy are powerful tools for
investigating photochemical and photophysical phenomena happening in the picosecond (ps)
(10−12 s) and femtosecond (fs) (10−15 s) range.[20, 56] These measurements require two
ultrafast laser pulses, known as a pump and probe pulse. An ultrafast laser is generally
defined as a laser which produces pulses in the range of 100s of ps to single fs. For TA
microscopy we obtain the ultrafast laser pulses from the output of a Ti:Sapphire oscillator.
This is a high repetition rate (80 MHz) pulsed laser with relatively lower pulse energies,
when compared to those often utilized in TA spectroscopy with amplified systems and kHz
repetition rates. The repetition rate of a pulsed laser refers to the rate at which pulses are
being emitted from the laser cavity. All lasers utilize an initial input energy and convert it
into light through stimulated emission. Simple lasers are monochromatic, meaning that they
are emitting light at a single wavelength. They also emit this light in a continuous, non-
pulsing, mode. This is largely controlled by the choice of the lasing medium. Pulsed lasers are
possible when the lasing medium has a large number of excited states at different energies as
seen in Fig. 2.1. The different excited states are able to emit light at different wavelengths
simultaneously. When a high number of excited states are emitting light, this leads to
constructive and destructive interference from the wavelengths. When a large number of
wavelengths have a constructive interference, this is known as ‘mode-locked’ and is controlled
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Figure 2.1: Illustration showing the multiple energy levels emitting light at different
wavelengths, and how the mode-locking is achieved with the constructive interference of
many wavelengths.
in our system with an acousto-optic modulator. With the introduction of a higher number
of wavelengths being emitted from the lasing medium, a shorter laser pulse is possible, due
to the narrower width of the overall constructive interference pattern. For the TA studies
discussed here a Ti:Sapphire oscillator (MaiTai SpectraPhysics) was utilized with a center
wavelength output of 800 nm, 12 nm bandwidth, an 80 fs pulse width, and 80 MHz repetition
rate.
The experimental layout of the TA microscope that has been constructed using the
Ti:Sapphire oscillator is shown in Fig.2.2. The individual components will be discussed in
the following sections. From the output of the Ti:Sapphire oscillator the beam initially passes
through a Faraday isolator to ensure that no reflections travel back into the laser cavity and
disrupt mode-locking. This is followed by a waveplate and a polarizer beam-splitting cube in
order to separate the beam into a pump and probe beams. The pump beam is sent through
an electro-optic modulator for modulation of the repetition rate frequency, followed by the
first prism compression line (see section 2.2.3). The beam is then focused onto a β-Barium
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Figure 2.2: Experimental design of our TA microscope. The output of a Ti:Sapphire
oscillator is split into a pump and probe beam. The pump beam is directed through an
Electro-optic modulator (EOM) and a prism line for pulse compression before being sent
into the microscope. The probe line is focused into a photonic-crystal fiber (PCF) with a
40X microscope objective (obj.) and collimated with an off-axis parabolic (OAP) mirror.
The white light is compressed with a combination of SLM-based pulse shaper and a prism
line (PL) before being combined with the pump beam and directed into the microscope. Top
right inset shows the sample position with a 1.4 NA focusing and collection objective and
the sample flowing through a homebuilt flow cell.
Borate (BBO) crystal for second-harmonic generation (SHG) of the 800 nm for conversion to
400 nm. As discussed previously, SHG takes two-photons of identical frequency and converts
them to one photon at double the initial frequency. This beam is then sent through a second
prism compression line before being directed into the microscope. The probe line is first
focused onto a photonic-crystal fiber (PCF) for white light generation followed by a spatial-
light modulator (SLM) based pulse shaping line followed by a prism compression line. The
pump and probe beams are combined with a dichroic mirror, which passes the white light
and reflects the pump laser, and reflected into the microscope co-linearly. Both beams are
then focused onto the sample position with a 1.4 numerical aperture (NA) objective and




Pulsed lasers emit light in a non-continuous mode, at a specific repetition rate (ranging from
kHz to THz regime) with a wide range of pulse widths. Pulse widths are generally measured
at the full-width half-maximum position of a Gaussian-like pulse. Pulsed lasers are now
very common and are commercially available down to low femtosecond pulse widths. The
bandwidth of our laser output is 12 nm FWHM which theoretically limits our pulse width
to 78.5 fs. This is denoted as the Fourier-transform (FT) limited pulse width given by eq.
2.1. Where ∆t is the FT limited pulse width, cB is a time-bandwidth product (0.441 for a







As seen from the equation the bandwidth of the laser pulse is inversely proportional to the
pulse width, meaning that a larger bandwidth can result in a shorter pulse width. Pulses
can become uncompressed for many reasons, the most prominent being travelling through
different materials (lenses, polarizers, waveplates) where the change in refractive index alters
the compression. Dispersion is introduced to the laser pulse when traveling through materials
and lower energy wavelengths will travel at different speeds than higher energy wavelengths
thus separating these wavelengths in time. This can be compensated for through different
methods, and our implementation of two methods; prism-compression and pulse shaping,
will be described below.
2.2.1 Pulse Characterization
Due to the ultrashort pulses in our laser system being in the femtosecond regime, electronics
are not fast enough to resolve the pulse width. This leads to the need for other measures
to be taken in order to accurately characterize the pulse width of our laser. We utilize a
method known as autocorrelation, which uses one pulse of light to measure a second pulse
of light. A diagram of an autocorrelator is shown in Fig. 2.3 where an input beam is first
sent through a 50:50 beam-splitter and one arm is reflected to a retro-reflector which reflects
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Figure 2.3: Schematic of an autocorrelator with the input beam passing through a beam-
splitter (BS) where one arm (dotted line) is sent to a retro-reflector on a controllable stage
and the other arm (solid line) is reflected back by a silver mirror. Both beams are then
focused using a curved mirror (CM) onto a BBO crystal for SHG generation and focused
onto a detector.
and translates the light vertically and horizontally from the input beam. This offset beam is
known as the movable arm, due to the motorized stage that the retro-reflector is on. The arm
that passes through the beam-splitter is reflected by a mirror directly back onto itself, and
is known as the fixed arm. Both the movable and fixed arms of the autocorrelator are now
sent back through the beam-splitter and directed onto a curved mirror. This mirror focuses
both beams onto a BBO crystal for SHG generation. When both pulses of light are perfectly
overlapped in time and space on the BBO crystal an SHG signal will be created utilizing
one photon from each pulse creating a third beam of light located directly in the middle of
the two input beams. This beam is focused onto and detected by a photodiode which is read
out on the computer. The third beam of light is only possible for the duration that the two
pulses are overlapped, so as the movable arm is scanned in space, we can monitor the SHG
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signal for temporal duration and obtain an accurate measurement of the pulse width. This
is done by relating the distance traveled of the movable stage to time with the speed of light.
2.2.2 Frequency Resolved Optical Gating
Autocorrelation measurements, using a photodiode for signal detection and pulse width
measurements are highly useful and straightforward to achieve, but obtain no information
about the phase or bandwidth aspects of the pulse. This is where another technique for pulse
measurement becomes useful, known as frequency resolved optical gating (FROG).[64, 65]
One FROG technique is able to utilize the same experimental setup as the autocorrelator,
with the exception of the detector. Instead of focusing the SHG signal onto a photodiode,
the light is sent into a spectrometer. For our system, we utilize USB spectrophotometers
from OceanOptics allowing frequency bandwidth information and pulse width information
to be acquired simultaneously. For the initial 800 nm pulse width measurements we used
a technique known as SHG-FROG, an example measurement from our instrument of an
SHG-FROG scan is shown in Fig.2.4a. As seen in the curve of Fig.2.4a the FWHM of this
pulse is 82 fs, which is near the transform-limit pulse width mentioned earlier of 79 fs. This
is measured after the EOM in the pump line before SHG generation to ensure a short pulse
width for maximum SHG conversion efficiency. Once both the pump and probe pulses are
introduced into the microscope, it is necessary to ensure that the pulse width at the sample
position is compressed for optimal signal and temporal instrument response. To do this we
use different FROG techniques through the microscope. For a measurement of the pump
pulse at the sample position a method known as co-linear-FROG (cFROG) is used.[1] To
do this an interferometer is introduced into the pump line, which splits the beam into two
identical beams and one arm is again reflected by a movable stage and both beams are then
re-aligned into the microscope. A sample of potassium di-hydrogen phosphate (KDP) is
placed on a microscope slide and positioned on the microscope. The two identical, co-linear
pump beams are focused onto a KDP crystal, once again producing an SHG signal. The
nominal 800 nm light is filtered out with a short-pass filter and the 400 nm SHG signal is
focused onto a single-mode fiber and directed into the USB spectrometer. Similar to the
signal measurement in SHG FROG, the movable arm in the interferometer is scanned across
11
(a) SHG FROG (b) cFROG
Figure 2.4: SHG FROG of the pump pulse taken before the BBO crystal in the pump line
with a FWHM as indicated by the arrows of 82 fs. (b) Representative cFROG scan of the
compressed pump pulse at the sample position in the microscope.
the pulse of the stationary arm. However, in cFROG, when the two pulses overlap in time an
interference pattern will be observed. An example measurement of cFROG taken on our TA
instrument is shown in Fig.2.4b. As seen in this figure the interference pattern only lasts for
the amount of time that the two pulses are overlapped and therefore we are able to extract
out the pulse width of our pump pulse at the sample position.
In theory the pulse width of the probe line (white light) could be measured in the same
manner, however with the much weaker pulse energies, obtaining sufficient SHG intentsity
for a FROG measurement is not feasible. Thus, we utilize a different FROG method known
as cross-correlation FROG (XFROG).[41] For this method we measure the probe pulse by
utilizing one pulse from the probe and one pulse from the pump beam. Again, a KDP crystal
is placed at the sample position and both the pump and probe beams are focused onto the
non-linear crystal creating a sum-frequency generation (SFG) signal. SFG is a similar process
to SHG where two photons of light are absorbed and one photon, at the sum of the two input
frequencies, is emitted. The signal measured in XFROG is the sum of frequencies of the 800
nm light plus the wavelength of corresponding white light (500 - 600 nm). This leads to SFG
signal centered near 345 nm. The measurement is a convolution of the pump pulse width
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Figure 2.5: Prism compression line showing the parallel configuration of the two prisms
and the separation of the different wavelengths with the bluer wavelengths being refracted
more than the red wavelengths.
plus the probe pulse width. Now having a known value for the pump pulse, from cFROG,
and an overall instrument response time, XFROG, we are able to de-convolve the two and
determine the probe pulse width directly. An example XFROG measurement at the sample
position in our TA microscope is shown in Fig.2.7. More information and discussion on the
optimization of the probe pulse compression and pulse shaping can be found in section 2.2.4.
2.2.3 Prism Compression
A prism compression line consists of two prisms with the beam passing through each prism
twice. Prism lines used in our TA instrument are made with SF-10 glass. The choice of glass
that the prism is made out of determines the amount of second and third order dispersion
correction that a given prism line is able to compensate for. A material, such as SF-10, that
has a high refractive index is able to correct for a higher amount of dispersion in pulse over
a shorter distance than a material that has a lower refractive index, such as BK7 glass. An
example of a prism compression line is shown in Fig. 2.5.
The first prism in the prism pair will refract the light and begin to disperse the separate
wavelengths in space as they travel along some distance. In order to provide maximum
transmission through the prism material our prisms are set to a specific angle known as
Brewster’s angle. The second prism is then set at a specified distance away from the first
prism and at the matching angle. Each wavelength of light will then pass through a slightly
different path length, traveling at different speeds based upon the refractive index of the
material. When set at the correct distance this difference will allow for the pulse to become
optimally compressed, or near the FT limited pulse width. When the light first passes
through the second prism it becomes collimated and directed onto an end mirror which sends
the beam directly back onto itself angling slightly down returning through both prisms. On
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Figure 2.6: Picture of the SLM pulse shaping line, showing the four optics involved and
the light path, entering and exiting through the volume phase holographic (VPH) grating.
the second pass of the light through the prism pair, prism two will begin to overlap the
wavelengths and the first prism will collimate the beam again with all colors overlapping. If
aligned correctly the input and output beams will be identical in space and changed only in
the time domain. As seen in Fig. 2.2 we are utilizing a total of four different prism lines
throughout the instrument for various reasons. Prism line 1 is for optimal compression of the
800 nm light in order to get favorable white light output from the PCF fiber. Prism line 2 is
used for compression, again of the 800 nm light, for optimal SHG efficiency from our BBO
crystal compensating for the large amount of dispersion introduced wiht the EOM. Prism
lines 3 and 4 are for the pump and probe lines respectively to optimally compress each pulse
at the sample position taking into account the microscope objective as well. While prisms
are a highly effective method for correcting a large amount of dispersion in a pulse, there
are other methods of correcting small amounts or higher orders of dispersion.
2.2.4 Pulse Shaping
In our TA system we have included an SLM-based pulse shaping line in order to correct higher
order dispersion in the probe line introduced by the PCF fiber. In order to create a broad
white light spectrum, multiple non-linear processes take place in the PCF fiber and thus
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introduces a large amount of dispersion in the output pulse. This pulse shaping line consists
of four total optics shown in Fig. 2.6; a volume-phase holographic (VPH) transmission
grating, a folding mirror, a cylindrical mirror and the reflective SLM. The light will pass
through the VPH grating where the wavelengths will be diffracted into several orders. The
first order diffraction will be directed, via the folding mirror, to the cylindrical mirror which
will then focus the wavelengths in the horizontal dimension onto the SLM face. The SLM
face consists of a 600 x 800 liquid crystal display (LCD) where each pixel is 20 µm. The
cylindrical mirror is set such that it will focus individual wavelengths to a width smaller
than 40 µm, due to constraints on the system and strong aberrations in the light, a smaller
spot size was not realistic or necessary for our system. Behind the LCD screen is a reflective
face which sends the light back on its incoming path to the cylindrical mirror to re-collimate
the light back through the VPH grating which then spatially overlaps all wavelengths again.
Initially, the beam is unaltered in time as there is no phase applied to the LCD screen on the
SLM. As seen in Fig. 2.7(A) the bluest and reddest wavelengths are arriving at the sample
at approximately the same time while the middle wavelengths are arriving at a different
time. This is due to a higher order dispersion present in the probe pulse. This can be fixed
by applying a separate phase to each wavelength on the SLM face. The overall phase of
the probe pulse is determined by a FROG algorithm. This phase is then incorporated into
a custom LabView program and converted into gray-scale so that it can be applied to the
LCD screen on the SLM. This will allow for the liquid crystals to rotate in and out of the
direction of light polarization and change the refractive index that each wavelength sees.
This will essentially ‘speed up’ or ’slow down’ certain wavelengths relative to the others. In
theory this will allow for the exact phase of the pulse to be fixed and have an optimally
compressed broadband probe pulse. As seen in Fig. 2.7(B) the pulse width of the phase
corrected XFROG is much shorter overall and is nearing the transform limit. This pulse is,
however, a convolution of the pump and probe pulse widths and is therefore limited by the
pump pulse of approximately 80 fs.
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Figure 2.7: XFROG traces of the (A) uncompressed and (B) compressed probe pulse from
the output of the PCF fiber.
2.3 Modulation
As seen in Fig. 2.2, the pump beam is directed through an electro-optic modulator (EOM).
The output of the Ti:Sapphire oscillator has a repetition rate of 80 MHz and after passing
through the EOM is modulated to 26.7 MHz. As mentioned previously, the pump pulse is
modulated for use with lock-in detection of our TA signal. The TA signal is achieved at the
same wavelength as the probe beam, in order to separate the two they must be at different
repetition rates. Now that we have modulated our pump beam, our signal will also only
be achieved at the repetition rate of the pump and at the wavelength of our probe beam.
Therefore, a reference frequency is also transferred from the EOM counter to the lock-in
amplifier at the 26.7 MHz frequency in order to isolate the desired signal from the probe
beam. An EOM is a device which is able to control the amplitude of a laser beam with a
high voltage electrical signal. The EOM consists of a nonlinear medium (such as ammonium
dihydrogen phosphate ADP) which an electric field is applied to, to alter the polarization of
the input laser beam. This is followed by a calcite polarizer at the output of the EOM which
then rejects the light that has been changed in its polarization. A separate counter device
initially takes in a reference reading of 80 MHz from the oscillator and is set to divide that
frequency by three giving the output frequency of 26.7 MHz which is then sent to the EOM
driver as a reference frequency. The driver then sends the electrical signal to the EOM at




In addition to the short temporal resolution, a low spatial resolution is also necessary to take
time-dependent TA measurements on samples in the single-micron range. The microscope
base used in our setup is an Olympus IX73 with an Olympus 100X, 1.4 NA objective for
focusing. The light is directed into the microscope through a side port where it is then
directed to the objective with a silver mirror. The beam size at this point is large enough
to sufficiently overfill the back aperture of the objective by approximately a factor of two.
This is done to be sure to fully utilize the full NA of the objective being used. The NA of
the objective is the angle of the 3D ‘cone’ of light being focused to a spot on the sample. An
objective with a high NA (1.4) has a steeper angle of focusing when compared to an objective
with a lower NA and therefore focuses to a smaller spot size. The NA is calculated from a
plain-wave and therefore by overfilling the back aperture of the objective with a Gaussian
wave, we are coming close to the approximation of a plain wave entering the objective and
can consider the difference negligible.
When using a high NA objective for focusing our light onto our sample we are able to
achieve a low spatial resolution that is diffraction limited. The lateral resolution for an












In our system, when utilizing a 400 nm pump pulse, λ ex is 400 nm, and the NA is
1.4 giving us a theoretical lateral resolution of 113 nm and an axial resolution of 376 nm
when using the refractive index of our immersion oil (n = 1.515). TAM is a point-scanning
technique, meaning that the laser is focused to a small spot on the sample and either the
laser or the sample must be raster scanned in order to build up an image. For the studies
presented here an X,Y,Z scanning stage was utilized in order to raster scan the sample across
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the laser beam and collect the resulting signal. The TA signal achieved in our system is in
a transmitted direction and must be collected with a second high NA objective above the
sample. In order to collect the maximum amount of signal, ideally a collection objective
with an NA equal to or higher than the focusing objective’s NA should be utilized. For a
majority of our measurements the light collected was focused onto a single mode fiber which
transferred the light onto our detector.
2.4.1 Sample Position
For all of our spectroscopy and a subsection of the imaging studies, it was necessary to
utilize a flow cell at the sample position in the microscope. This normally would be a trivial
problem and a commercial flow cell would be available for use. However, with the use of
1.4 NA focusing and collection objectives and their short working distances (0.13 mm), a
custom-built flow cell was necessary. We attempted to utilize multiple commercial flow cells
that allowed coverslips as the top and bottom layer of the cell, but found that the thickness
between the coverslips was too large to use the necessary objectives. Instead, we constructed
a custom flow cell that fit our exact needs. A construction diagram of the custom flow cell
is shown in Fig. 2.8. A standard thickness (1 mm) 3 x 2 inch microscope slide was used for
support purposes and bonded to a 3 x 2 inch coverslip via polydimethylsiloxane (PDMS) in a
plasma cleaner. As shown in the diagram the support glass has a 0.75 x 1 inch hole cut in the
middle to allow the oil immersion objective to reach the coverslip while leaving ample room
to navigate the sample area. The support glass was then plasma bonded to a 250 µm PDMS
sheet cut to the same dimensions as the glass. The coverslip was then also plasma bonded
to the opposite side of the PDMS sheet effectively connecting the coverslip and support
glass. After connecting the two pieces of glass, two small holes (1/16” diameter) were drilled
through all three layers of material which will later be used to flow the sample through. The
flow channel was cut from double stick tape to the desired dimensions. Typically, a flow
channel was cut from a solvent-resistant tape with a thickness of approximately 170 µm,
with a channel width of 5-7 mm and a length of 5.5 - 6 cm. The double stick tape is placed
on the coverslip with the bottom half of the tape then covered with a second 3 x 1 inch
coverslip creating the flow channel between two coverslips with a thickness matching the
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Table 2.1: Commercial flow chambers and double stick tapes used for the custom flow cell.
Flow cell / Tape brand Chamber Thickness (mm) Part Number
PeCon Perfusion Chamber 0.350 POC-R2
Grace Biolabs Perfusion Chamber 0.350 622302
3M Solvent Resistant Tape 0.170 7602A53
3M Adhesive 0.050 3M 9969
3M Adhesive 0.025 3M 467MP
chosen tape. The different double stick tapes, commercial flow cells and their corresponding
channel thickness are shown in Table 2.1. For solutions the flow cells were used as is, and
when applied for imaging of cells and beads further measures were taken to immobilize the
beads and yeast cells. For imaging of polystyrene beads (Chapter 3), an avidin coverslip was
used as the bottom of the flow cell. For live yeast cell imaging (Chapter 4), 10 µL of a 1:1
solution of 2 mg/mL concanavalin A and 0.1% poly-L-lysine was spread onto the coverslip
and dried for 10 min before being applied as the bottom half of the flow cell.
2.5 Discussion
The current TA microscope has been constructed and utilized for preliminary studies (Chp.
3 4). As discussed above, it has been constructed initially with a scanning stage for
image acquisition. This limits the total image acquisition time to a few seconds per image,
depending on the size of image being acquired. Laser scanning mirrors can circumvent
this issue and allow for a similar size image to be acquired in the sub-millisecond range.
Laser scanning mirrors have been built and tested on the system, and are a possibility for
improvement. The current limitations of the instrument are dealing with a sample which
produces a signal-noise ratio high enough for faster scanning. With changes in our media
Figure 2.8: Diagram of the center section of our custom flow cell. 1) Support glass slide,
2) PDMS layer, 3) double stick tape, and 4) coverslips.
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being used, and changes in how we are preparing the samples we should be able to improve
upon our current S/N limitations (more discussion in Chp. 4). Our scanning mirrors consist
of a resonant and non-resonant mirror with which scanning rates can easily be pushed to
video rate (30-60 Hz). The resonant scanning mirror scans at a rate of 8 kHz which would
allow full images of pixel size 126 x 126 or 256 x 256 to be acquired on the order of milliseconds
as opposed to the current time of minutes. This would be a great asset if at some point





A version of this chapter was originally published by Kevin Higgins and Tessa Calhoun in
Optics Letters.
Kevin Higgins, Tessa R. Calhoun. “Compressed supercontinuum probe for transient
absorption microscopy.” Opt. Lett. 2018, 43(8):1750 - 1753
3.1 Abstract
Here, we combine three optical advancements to transient absorption microscopy in order
to access the photodynamics in systems requiring stringent spatial and temporal resolution
criteria. First, a broadband visible probe is generated by a commercial photonic crystal
fiber. Second, a spatial light modulator-based pulse shaper is incorporated to reduce the
pulse dispersion and improve temporal resolution. Third, 1.4 numerical aperture objectives
for excitation and light collection provide optimal spatial resolution. The result of these
improvements is a probe beam that spans 115 nm across the visible region yet maintains a
100 fs instrument response at the sample position. We demonstrate the capabilities of this
microscope by imaging polystyrene beads in a solution of IR-144 dye, revealing aggregated
species at the bead surfaces.
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3.2 Compressed supercontinuum probe for transient
absorption microscopy
The ability to measure ultrafast processes governing excited state evolution has dramatically
aided in our understanding of a wide range of chemical and physical phenomena, including
solvation [35], photosynthetic energy transfer [5], and the photophysics of new materials
[42, 17, 3]. Within the last decade, this capability has been adapted onto a microscopic
platform allowing the imaging of nonfluorescent species in biological systems [24, 40, 43,
49, 63], direct visualization of energy flow in solar materials [29, 60], and characterization
of pigments in historic artwork [68], to name just a few applications. Universal to these
applications of transient absorption microscopy (TAM) are the use of two ultrafast laser
pulses, the first to promote a molecule of interest to an excited state and the second to probe
the transient populations. By varying the delays between the two pulses, one can measure
the states lifetime and track energy and decay pathways [16, 27, 48, 23]. The resulting
information provides insight not only into the electronic structure of the system itself, but
also reflects changes in the systems interaction with its local environment. This makes TAM
a powerful approach for chemical imaging where changes in local chemical composition or
interactions can be mapped using intrinsic ultrafast events as chemical contrast [16, 27, 23].
In most ensemble TA spectroscopy experiments, a relatively narrowband pump pulse is used
to excite a single electronic transition, while a broadband probe, often produced via sapphire
supercontinuum, interrogates a wide energetic window. The resulting signals are spectrally
isolated and simultaneously detected using a spectrometer. While this approach has been
successfully applied to microscopy [58], it is not without limitations. Most importantly,
pushing the limits of spatial resolution in order to understand complex, heterogeneous
systems requires the use of high numerical aperture (NA) objectives and increasingly small
sample volumes. This necessitates operating in the MHz repetition rate regime with lock-in
detection to obtain an acceptable signal-to-noise ratio on the resulting images [16,17]. As
such, it is most common in TAM measurements to use optical parametric oscillators (OPOs)
to produce a tunable probe pulse. The use of OPOs, however, introduces the requirements
that the laser be separately tuned to probe different transient states, in contrast to ensemble
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Figure 3.1: Experimental layout of the transient absorption microscope. EOM, electro-
optic modulator; Obj, objective; PCF, photonic crystal fiber; OAP, off-axis parabolic mirror.
Top right inset, microscope sample position with high NA focusing and collection objectives
on either side of a flow cell.
spectroscopy, and restricts the ultimate temporal resolution limit due to their narrowband
output. OPOs also add significant cost to the experimental apparatus.
As an alternative to OPOs, supercontinuum generated by photonic crystal fibers (PCFs)
has been proven to be a useful probe for TA spectroscopy [39, 12, 32] and microscopy [45].
PCFs have been shown to be capable of producing an octave-spanning supercontinuum with
low energy input that can be provided with a high-repetition-rate laser, making them ideal
for use with readily available and low-cost ultrafast oscillators [21]. The previous applications
of PCFs to TA experiments, however, used the raw output of the fiber, which is many ps
long and limits the temporal resolution of the instrument. In parallel, multiple groups have
demonstrated the ability to compress PCF supercontinuum output in microscopes with high
NA objectives, but their fibers were limited to near-infrared (IR) wavelengths, which restricts
the systems that can be studied [70, 66]. All-normal dispersion PCFs have been introduced to
provide compressible supercontinuum pulses [32], but they are either custom fibers or again
limited to the near-IR. There are multiple advantages to utilizing a commercially available,
sealed PCF: ease of mounting and alignment, optically cleanable facets, reduced cost, and
increased longevity of the fiber compared to bare PCF fiber. Here, we demonstrate the
compression of a PCF-generated visible,broadband supercontinuum probe at the focus of a
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high-NA objective and its application to resolving spatial heterogeneities with TAM using
temporal responses as chemical contrast.
The TA microscope used in this study is depicted in Fig. 3.1. It uses a Ti:sapphire
oscillator (Mai Tai, Spectra Physics) to produce pulses centered at 800 nm with an 80 MHz
repetition rate. The output is split into two arms, a pump and probe, where the pump
beam is modulated using an electro-optic modulator to 26.7 MHz for lock-in detection.
The supercontinuum probe beam is generated by focusing 3.5 nJ of the 800 nm pulses
into the PCF (SCG-800-CARS, Newport) using a 40X objective. The broadband output is
collected and collimated using an off-axis parabolic mirror. Probe compression is achieved
with both a prism line and a liquid-crystal spatial light modulator (SLM)-based pulse shaper
[71]. This pulse-shaping line has been adapted from previous work with some modifications
[67, 11]. Briefly, the line consists of four optics: a volume phase holographic transmission
grating, a folding mirror, a cylindrical mirror (f = 100 mm), and a reflective SLM. The
SLM consists of a 600 800 array of liquid crystals with a pixel size of 20 m (Hamamatsu).
This configuration, with a two-dimensional SLM array, allows for both amplitude and phase
shaping, although the experiments reported here rely exclusive on the application of phase.
The pump and probe beams are finally combined using a dichroic mirror before being sent
into the microscope where they are focused with a 100X 1.4 NA oil immersion objective
(Olympus) onto the sample. The samples are raster scanned using a scanning microscope
stage. The signal is collected in a transmitted direction using a second objective, spectrally
isolated using a combination of filters, and sent to a single pixel avalanche photodiode. The
signal is finally isolated using a lock-in amplifier and read out on a computer using custom
LabVIEW codes.
The generation of blue frequencies from PCFs is a longstanding challenge [25, 34, 38],
and the PCF used in our work is one of the few commercially available fibers that produces
a supercontinuum spectrum extending significantly into the visible region. Theoretically,
the output of the PCF has a spectral range of ¡600 nm to ¿1200 nm, largely dependent
on the input parameters of pulse width and energy [33]. For our experiments, 115 nm of
visible wavelengths, 560675 nm (Fig. 3.2(C)), are selected from the fiber supercontinuum
and introduced into the microscope. The nonlinear processes taking place in the fiber to
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produce the spectrum introduce a large amount of dispersion leaving the output pulse at
nearly 1 ps (Fig. 3.2(A)) even after prism compression. In addition to its visible spectrum
output, this fiber also has the benefit of not relying on soliton fission for spectral broadening
[33]. This property reduces the noise of the output and retains the pulse coherence necessary
for compression [33, 30].
To characterize the temporal and spectral characteristics of our supercontinuum pulses,
cross-correlation frequency resolved optical gating (XFROG) [41] experiments were per-
formed at the sample position in the microscope using potassium dihydrogen phosphate
(KDP) crystalline powder grains as a nonlinear up-conversion media. Figure 3.2(A) shows an
XFROG trace collected with zero phase applied to the SLM. The sum frequency generation
signal between the pump and probe pulses was collected with a 40X 0.5 NA UVB objective
(LMU-40X-UVB ThorLabs), and spectrally resolved with a USB spectrometer (Maya, Ocean
Optics). The 800 nm pump pulse was compressed to 85 fs at the sample position with a
prism pair as confirmed by cFROG [1] (data not shown). The ¿1000 fs duration of the signal
in Fig. 3.2(A) therefore predominantly arises from the uncompensated phase on the probe
pulse. The prism compression line corrects a majority of the second-order dispersion, leaving
a large third-order component. In order to extract the exact phase needed for compression,
the data in Fig. 3.2(A) were processed with the FROG algorithm [41, 64]. This phase
is then fit to a high-order polynomial, which is in turn applied to the SLM. The use of a
polynomial fit eliminates any discontinuities in the extracted phase that can induce unwanted
aberrations in the pulse if applied to the SLM directly. Figure 3.2(B) shows the XFROG
data collected when this extracted phase is corrected using the SLM. The full width at half
maximum (FWHM) of this data is reduced from over 1000 fs to ¡105 fs (Fig. 3.2(D)) with
the remaining major contribution due to the pump pulse width of 85 fs. In fact, the duration
of the probe pulse alone is estimated to be 53 fs as extracted from the FROG algorithm.
The remaining deviation between this value and the transform limit likely arises from the
inability of the polynomial fit to reproduce the exact phase necessary for correction. It is
expected that further optimization could be achieved by the addition of phase corrections
extracted from data in Fig. 3.2(B). Figure 3.2(C) shows that the entire 115 nm of bandwidth
introduced to the sample through the 1.4 NA objective (red trace) is preserved after the
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Figure 3.2: XFROG traces of the uncompressed (A) and compressed (B) PCF
supercontinuum output. Spectra at the sample position (C) with (blue) and without (red)
phase applied to the SLM and the recovered spectrum from FROG (gray). Temporal profile
of the compressed XFROG with a FWHM of 100 fs (D).
addition of the phase (blue trace) and recovered by the FROG algorithm when applied to
the compressed XFROG data. In order to demonstrate the spatial and temporal capabilities
of the compressed PCF-based TA microscope, we have imaged polystyrene particles in a
solution of IR-144 dye. Commercial polystyrene particles (0.70.9 µm) coated with biotin
were purchased from Fischer Scientific and subsequently diluted 1:1000 in a phosphate buffer
solution. Particles were then immobilized on a commercial avidin coated coverslip. This
coverslip with the immobilized particles is applied as the bottom half of our homebuilt flow
cell with a second coverslip as the top half. The TA signal is collected using a 60X 1.4 NA
oil immersion objective (Nikon). The dye solution was flowed over the beads in order to
dissipate any local heating damage caused by the incident laser beams.
IR-144 has previously been studied via TA spectroscopy[50], and its aggregation at
interfaces has been reported [59]. Figure 3.3, however, shows the first application of TA
microscopy to this system directly linking the spatial and temporal behaviors in a single
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experiment. A 200 µM solution of IR-144 in methanol was flowed through the sample cell.
The path length of the flow cell is estimated to be 140 µm based on thickness of the tape
used between the coverslips. A 375 pJpulse pump beam at 800 nm was used to excite from
the ground state to the first excited state of IR-144. The ground state bleach signal was then
monitored with a 12.5 pJpulse probe beam centered at 600 nm. TAM images are shown in
Fig. 3.3(A) at an interpulse time delay, ∆ τ , of 2 ps and took approximately 10 min to obtain.
This image clearly shows a distinct signal arising from IR-144 around the beads (white), and
the bulk solution (gray), whereas the polystyrene beads appear as black regions, since they
do not have an optical response in this spectral region. To further confirm the source of the
signal, a TAM image has also been acquired at a ∆ τ of 12 ps (Fig. 3.3(B)) when the probe
precedes the pump. As expected, the contrast arising from the transient states of IR-144 is
no longer apparent. A line profile across the bead edge is shown in Fig. 3.3(C). A sigmoidal
fit of this data is shown and estimates the lateral resolution of our instrument as 414 nm
[15].
It is evident in Fig. 3.3(A) that there is an accumulation of dye molecules, or an enhanced
optical response, at the surface of the polystyrene beads. Based on previous ensemble
spectroscopy work, it was surmised that aggregation at the particle interface results in
notably different dynamics of IR-144 as opposed to species in the bulk solution at the same
concentration. To more directly illustrate that the species at the surface are aggregated,
we collected the ultrafast temporal dynamics at two spatial regions in Fig. 3.3(A). This
information is available only using the intrinsic ultrafast time resolution in conjunction
with high spatial resolution afforded by the compressed PCF-based TA microscope. The
time traces are shown in Fig. 3.3(D). Each decay measurement took approximately 20
min to acquire and the high signal-to-noise ratio suggests that the supercontinuum stability
is suitable for these types of experiments. The blue x markers were obtained from the
marked region in Fig. 3.3(A) at the surface of the particle where the dye is appearing to
accumulate. The response from the bulk solution away from the particles, shown in red,
displays notably different dynamics, indicating different local chemical environments, most
likely due to different aggregation states. By fitting each of the curves to a single exponential
we are able to extract the excited-state lifetimes from these different environments. For the
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Figure 3.3: Transient absorption images of 200 M IR-144 solution flowing over 0.70.9 m
polystyrene particles. (A) TAM image taken at ∆ τ= 2 ps; (B) TAM image of the same
region with ∆ τ = 12 ps. (C) Line profile taken from image (A), as shown by the yellow line.
Data are represented by dots, while the solid trace is the fit. (D) TA time-decay of IR-144
and the indicated areas from the image in (A). Scale bars are 2 µm.
monomeric solution of IR-144, the time decay results in a 321 ps lifetime, while the dye near
the edge of the particle is significantly shorter at 189 ps. In addition to facilitating the use of
PCFs for TAM experiments requiring optimal temporal resolution, the approach developed
in this work can easily be expanded to other nonlinear microscopy techniques in the visible
spectrum with minimal instrumental modifications. For example, the pulse shaper can be
used to generate two different colored pulses from the supercontinuum for pump-dump-
probe experiments [37] on spatially heterogeneous samples. Similarly, pulse trains could be
generated for optical Kerr effect measurements [54], or the probe polarization itself can be
shaped [8]. It is expected that with the flexibility afforded by a whitelight probe pulse and
pulse shaper in a high NA microscope, that these advances will impact a broad range of
fields beyond those demonstrated here.
This work demonstrates the compression of the visible supercontinuum from a com-
mercially available PCF using an adaptive pulse shaper for use in high-repetition-rate TAM.
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Through optimal pulse compression, a temporal resolution of 100 fs is achieved at the sample
position of a high-NA microscope. We demonstrate the utility of having both this high
temporal resolution and probe wavelengths in the visible spectral window by imaging the
aggregation and dynamics of IR-144 at polystyrene nanoparticles. These images reveal that
aggregation of IR-144 at the surfaces produces distinct dynamics, and show that TAM is
uniquely sensitive to imaging differences in chemical environments. Continued work using
compressed PCF-based TAM is aimed at imaging non-emissive species in complex matrices





Amphotericin B (AmB) is an anti-fungal drug that has been in use since the 1950’s and has
a high rate of cell death with minimal reports of developed resistance. The drug is on the
World Health Organization’s list of essential medicines.[46, 10] However, it does have some
very serious side effects, including; fever, chills, kidney failure and death. The structure of
AmB is shown in Fig. 4.1; it is known as a polyene antibiotic owing to its long conjugated
backbone. This conjugation is responsible for the absorption of visible light near 400 nm.
There are currently a few less toxic alternatives being used in lieu of AmB, however most are
not as effective and have seen significant amounts of resistance developed. Due to AmB being
highly insoluble in water, and highly soluble in lipid solutions, AmB is a great candidate for
lipid-based formulations.[14] These formulations have been shown to have reduced toxicity
but also reduced fungal cell death efficiency.[44] The combination of these factors is what
has lead to AmB’s continued use as a last line of defense for serious fungal infections, after
other less toxic alternatives have been tried.[62, 51] It is commonly accepted that the drug
interacts and possibly disrupts the membranes of fungal cells leading to cell death, however,
the mechanism of action (MOA) for this drug is highly debated due to contradictory studies
on the matter. It would be beneficial to determine the MOA for this particular drug due to it
being highly effective and having minimal reports of fungal resistance. If we can determine
the MOA for AmB this information could possibly lead to new drug designs that more
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Figure 4.1: AmB Structure where the chromophore backbone is outlined in the green
rectangle.
efficiently target fungal cells and reduce toxicity. Currently there are three prominent MOAs
that have been proposed for AmB. The first and most widely accepted MOA is known as
the ion-channel formation (Fig. 4.2C).[22] The next MOA being a sponge-model formation
(Fig. 4.2A)[2], and the last MOA involves monomer AmB molecules penetrating the cell
membranes and undergoing processes to cause radical oxidative damage to the cells (Fig.
4.2B).[61]
The ion channel formation MOA involves the AmB molecules inserting into the membrane
where it will also bind with ergosterol molecules and become aggregated to span across the
lipid bi-layer as shown in Fig. 4.2 C. When spanning the bilayer the AmB molecules form a
pore where small ions, such as K+, Ca2+, and Mg2+, begin exiting the cell leading to loss of
cellular function and eventually cell death. Even though the ion channel mechanism is the
oldest and perhaps the most accepted MOA of AmB, conflicting studies have shown there to
be a large out-flux of ions from the cell with the cell still functioning for some time after.[61]
While this MOA has evidence it is occurring, it may not be the only mechanism which is
leading to cell death.
In a second MOA, it is proposed that AmB attacks fungal cells, which is known as the
‘sterol sponge’ model, shown in Fig. 4.2 A. In this model the AmB molecules aggregate on
the outside of the membrane and form a sponge-like structure in which they begin extracting
ergosterol from the membrane. With the ergosterol extracted from the membrane, certain cell
processes can no longer function and will eventually lead to cell death.[55, 31, 53] This MOA
was determined through a combination of electron microscopy and spectroscopy studies.
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Figure 4.2: Three proposed mechanisms of action for AmB showing (a) ergosterol
containing sterol sponge, (b) monomer internalization and creation of radical oxygen species,
and (c) ion-channel formation.
Anderson et. al. observed large AmB aggregates on the exterior of model membranes via
electron microscopy. The model membranes were, however, composed of a relatively simple
composition and a much lower ergosterol concentration than is present in fungal systems.
This combined with the considerably higher kinetic barriers hindering ergosterol from exiting
the living membranes, poses significant concerns about this MOA as well.[36]
In a third proposed MOA for AmB, the drug molecules are internalized into the fungal
cells as monomers (Fig. 4.2 B). AmB is thought to penetrate the membrane, where it then
undergoes oxidation and begins to produce harmful radical species within the cell.[61] The
radical species within the cell have been detected before significant membrane damage has
occurred via pore formation or other possible processes.[57] Each of the three described MOA
for AmB leading to cell death and its antifungal properties are plausible and supported by
multiple research studies. However, each of them also contain contradictory information and
possible alternatives. It then becomes clear that it is necessary for further investigation on
the interactions of AmB and fungal systems in the least invasive way. For this reason we
have chosen to utilize TAM to image AmB molecules interacting with living yeast cells in
a label free manner. From the images obtained with TAM, we will be able to identify if
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the AmB molecules are being internalized versus membrane bound, and we will be able to
identify localization and distribution of the AmB in either location.
4.2 TAM imaging of AmB
We utilized TAM in order to image native AmB interacting with live yeast cells. As noted
earlier, a pump pulse at 400 nm was utilized for initial excitation of the AmB molecules
and a probe pulse centered around 550 nm was used to stimulate the TA signal giving our
image contrast. The 400 nm pump pulse was chosen based partially on the absorption
spectrum of AmB and partially on the ease of use of the available laser wavelengths. The
probe wavelength is not as straight forward to be chosen, because there are very few excited
state spectroscopy studies performed on AmB previously. One such study was a fluorescence
lifetime study of AmB in water to study the lifetimes of the excited states.[28] They found
that depending on the emission wavelength observed and the aggregation state of the AmB,
varying lifetime components could be measured. As a monomeric solution a shorter lifetime of
10 ps and a longer component of 350 ps was observed. We based our initial probe wavelength
on TA spectroscopy studies performed on the carotenoids, β-carotene and zeaxanthin.[6]
This is possible due to the similarity of the polyene backbone present in both carotenoids
and AmB, differing only in the length of conjugation. With the excited state spectrum
of zeaxanthin combined with our available probe wavelengths, preliminary studies were
performed on solutions of AmB to determine that 550 nm is near the ideal wavelength
range for TAM imaging. Representative spectroscopy scans of AmB solutions are shown in
Fig. 4.3. This data shows a time trace of 100 µM AmB in DMSO with detection at both 505
nm (red trace) and 550 nm (blue trace). As is seen in the figure, the 505 nm scan has an
initial strong spike followed by a quick decay when compared with the 550 nm scan where it
is a more consistent signal and a slower decay. The exponential fits for both decays are also
shown in Fig. 4.4 with the fit for 550 nm probe on the left and 505 nm probe on the right. The
550 nm probe signal was fit to a single exponential decay with a lifetime of 1.2 ns while the
505 nm signal was fit to a double exponential with a shorter lifetime component of 2.1 ps and
a longer component of 287 ps. While the lifetimes that we have measured for the different
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Figure 4.3: TA time decay of 250 µM AmB in DMSO with detection at 505 nm (red) and
550 nm (blue).
Figure 4.4: Exponential decay fits of 250 µM AmB in DMSO with detection at 550 nm
(left) and 505 nm (right)
wavelengths do not match the previous fluorescence lifetime measurements mentioned earlier,
our studies were performed in a solution of pure DMSO whereas theirs were performed in
water at differing pH levels. This could likely lead to a different environment for the AmB
molecules and altering the excited state structure. However, they are similar in that we have
measured both a faster and longer component lifetimes adding to the assumption that the
solvent is making a difference.
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Figure 4.5: TAM images of AmB (50 µM) interacting with live yeast cells. Taken
approximately 90 min after AmB introduced to the cells. Scale bars are 2 µm.
4.2.1 Sample Preparation
Initially yeast cells were grown overnight in yeast peptone dextrose (YPD) media at 30 ◦C.
The overnight stock was then diluted 1:50 and grown to log phase (4-5 hours). A small
aliquot (500 µL) of cells was taken from the stock and incubated for various times with
differing amounts of AmB. Initially AmB was introduced as a monomer in a solution of
DMSO to a final concentration ranging from 50 - 250 µM and incubated at 30 ◦C between
30 - 90 min. Once the cells were incubated for the desired amount of time approximately 7 µL
of the yeast/AmB solution was immobilized onto a coverslip and placed onto the microscope
for imaging. The cells were immobilized on the coverslip with 10 µL of a 1:1 solution of 2
mg/mL concanavalin A and 0.1% poly-L-lysine spread onto the coverslip and dried for 10
min. The cells were then ‘sandwiched’ with a second coverslip to be used in the microscope.
For the initial studies this was the only prep to the samples and they were imaged over a
period of 2 - 3 hours. In later studies, some yeast samples were immobilized onto a coverslip
which acted as the bottom chamber of a flow cell as described in Chapter 1. Having a flow
cell allowed us to introduce AmB at known times and begin to monitor the interactions
immediately.
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Figure 4.6: TAM image of AmB in YPD at 50 µM taken 90 min after AmB introduced.
Red signal is autofluorescence and the green signal is arising from TA. Scale bar is 2 µm.
4.2.2 Results and Discussion
Using the transient absorption microscope described previously and the above sample
preparation, promising TAM images were collected from AmB incubated with living
Saccharomyces cerevisiae cells (Fig. 4.5). Cells were incubated with 50 µM AmB in DMSO
for 60 min before immobilization onto the coverslip. The images were collected with a time
delay of 200 fs. Fig. 4.5 shows bright clusters which are the TA signal, originally thought to
be arising from the AmB molecules. These clusters are apparent after nearly 90 minutes of
incubation and range from 0.5 - 1 mm in diameter. However, it is not apparent in these images
where the yeast cells are relative to the clusters. The AmB did not, as expected, highlight
the membrane of the fungal cells and make it clear how it was distributed among the plasma
membrane as it appears to be internalized. This led to a need for additional measures to be
taken to realize where the cells were located. Autofluorescent images were able to be acquired
with the TAM images to identify the cell location and the AmB location simultaneously.
Autofluorescence is the emission of fluorescence by naturally occurring biological structures
located within the cells after absorption of light. We utilized our 400 nm pump which
coincides with the naturally occurring absorption for many structures within the cells and
monitored fluorescence at 470 nm using a photon counting photo multiplier tube. This signal
was collected in the epi direction through a separate port on the microscope while the TA
signal of AmB was still collected in the through direction as noted earlier. This allowed
36
Figure 4.7: X-Z images of 250 µm AmB interacting with an S. cerevisiae cell. (A)
Autofluorescence image locating the cell, (B) TAM image to locate the AmB appearing
as a bright dot, (C) overlay of the two images to show where the AmB is located within the
cell. All scale bars are 2 µm.
for both images to be acquired simultaneously. As seen in Fig. 4.6 the red signal is from
autofluorescence detected at 470 nm while the green signal is TA arising from AmB detected
at 550 nm. As an initial scan, it seems as though the AmB is being internalized into the cell
in large clusters and not within the membrane. However, we do not yet have a full picture of
where the AmB is sitting within the cell. This is only allowing us to see the two-dimensional
picture in x and y, while we need the information in the z dimension to be sure that the
AmB is indeed being internalized and not sitting on a top or bottom membrane of the cell.
Initial attempts were made to obtain a 3-D image of the AmB and yeast cells as seen in
Fig. 4.7. Shown in A and B are the autofluorescence and TA signal respectively while C is
the overlay image of A and B. As seen in Fig. 4.7 A the bottom of the flow cell in which a
solution of YPD and AmB are flowing, the yeast cell is immobilized on the bottom coverslip.
A higher background of fluorescence is then seen due to the fluorescence arising from the
YPD media. This was an issue when attempting to achieve a higher signal to noise ratio
for a sharper and more detailed image of the exact outline of the cell. The TA image looks
similar to the previous images in the x/y dimensions with no signal present except where
the AmB is located showing up as a bright cluster. The overlay of these two seems to show
that the AmB is located internally near the top of the cell. Further attempts to acquire 3-D
images of the AmB interacting with cells in alternative and less fluorescent media have been
unsuccessful to this point.
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Some attempts were also made at increasing the AmB concentration to identify if our
limit of detection was simply too high to recognize AmB moving through the cell membranes.
In Fig. 4.8 AmB at 250 µM was incubated with the yeast cells for 30 min in YPD. Both of
these images were then acquired 30 and 40 min respectively after immobilization onto the
coverslip. The red circles in the figure are highlighting where two yeast cells are located and
the white signal is the TA signal of AmB. Both of these images were taken at an interpulse
delay of 500 fs with a pixel dwell time of 10 ms and a total image acquisition time of
approximately 3 min. As seen in Fig. 4.8a after 30 min the AmB is showing up near the
membrane while ten minutes later in Fig. 4.8b the AmB signal is beginning to move further
internal and away from the cell membrane in the bottom cell. These images suggest that it is
necessary to have a higher AmB concentration in order to obtain images that are identifying
the AmB before it becomes more concentrated in clusters.
For determination of the origination of the TA signal in the images, some controls were
tested to ensure that the ‘clusters’ did not arise without the presence of AmB. This was
done with all sample prep the same as described above with the exception of the addition of
AmB. As seen in Fig. 4.9, there is a large TA signal arising from what appears to be similar
clusters to the previous images. However, without the addition of AmB, it is not possible
for this signal to be arising from AmB. Additionally, this signal is not arising solely from the
same position as the yeast cells. It appears to be arising from the solution surrounding the
cells. While in the previous images containing AmB clusters appeared after 30 - 90 minutes,
Figure 4.8: TAM of AmB in YPD at 250 µM taken 30 after AmB introduced. (b) taken
immediately after (a) Scale bars are 2 µm.
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Figure 4.9: TAM image of a control sample of yeast containing no AmB. Scale bar is 2
µm.
Figure 4.10: Additional TAM images of control samples of yeast cells with no AmB added
before imaging. Scale bar is 2 µm.
the clusters shown in the control study appeared after over two hours of laser scanning.
Later in the studies of AmB further investigation into the control samples were studied, and
yielding different results. Fig. 4.10 is an image containing 3 yeast cells all showing TA signal
appearing only to come from the same location as the cells. Once again these samples have
not been exposed to AmB and therefore the TA signal can not be arising from AmB, but
some other source either within the media or cells.
4.2.3 Future Directions
With the use of TAM we were able to successfully image what appears to be AmB, label
free, interacting with living S. cerevisiae cells for the first time. While we realize that the
control studies have shown inconsistencies, there are some indications that the control images
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are arising from different sources than the images obtained with AmB present. The most
convincing reason is the images shown in Fig. 4.8, where we have seen a concentration
dependent time scale. With the addition of a higher concentration of AmB the signal
began to arise quicker than previous studies and appeared as less concentrated clusters
initially. Additionally, the clusters shown in the first control study appear to be arising from
areas in the media where there are no yeast cells present, while the AmB images only have
appeared co-localized with the yeast cells. The observation of internalized clusters does not
match any of the three previously proposed mechanisms of action for AmB. Moving forward,
we intend to image the AmB-cell interaction at different time intervals to characterize the
internalization behavior. Future work with AmB and TAM imaging can take many different
directions. Further investigations into acquiring accurate 3-D images should be of high
importance to confirm the internalization of the drug. The 3-D imaging can also take place
at specific time intervals at differing concentrations of AmB to allow for a full picture of
the time and concentration dependence on the internalization of the drug. In order to get a
clean image of AmB in 3-D the solvent in which the AmB is being delivered will have to be
changed from YPD to a less fluorescent choice. This can be done in multiple ways with the
use of clinically formulated AmB-lipid formulations or switched to a low-fluorescent media.
Overall TAM has been shown to be a viable tool to utilize for the label-free imaging of AmB




Conclusions and Future Directions
We have been able to successfully construct a transient absorption microscope and
demonstrate its imaging capabilities with a study of polystyrene beads and preliminary
studies of AmB interacting with yeast cells. Unique to our setup, we have utilized the
visible white light spectrum of a PCF fiber and demonstrated its abilities to be optimally
compressed in a microscope. Upon exiting the fiber the white light contains a large amount of
dispersion, leaving it with a pulse width beyond 1 ps. Through the use of a prism compression
line and an SLM-based pulse shaper we have compressed this pulse to less than 100 fs. Once
compressed, we were able to utilize the short pulses to image the beads and monitor the
differences in excited state lifetimes of IR 1-44 in solution and at the surfaces of the beads.
After Initially constructing the instrument and characterizing the pulse widths, we were
able to perform preliminary AmB studies. The current literature on the mechanism of action
on AmB is varied and contains multiple conflicting results. We are utilizing TAM to directly
image AmB interacting with live yeast cells for the first time. Preliminary images led us to
believe that the AmB was being internalized in large clusters. When tested with a set of
controls, however, the images still appeared to have clusters of signal arising with TAM. This
has lead us to question our initial results, but we then imaged what appears to be a faster time
dependence when tested with a higher concentration of AmB and clusters appearing near
the membrane. This leaves us with a clear need for further TA studies of AmB interacting
with live yeast cells. We hypothesize that the clusters which have appeared in the control
studies may be arising from an interaction between the DMSO and YPD media. Future
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studies will be performed using different formulations of AmB and/or yeast cells grown in
a low-fluorescent media, which should result in a lower amount of background fluorescence
and possibly un-reactive with DMSO. Overall, we have constructed and characterized a
functioning transient absorption microscope and have shown TAM to be a plausible tool for
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